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Image: BWS600

BWS600
Bare Wafer Stocker

　　Features

pattern.

from sorter section.

function and sorting function (for sorting normal production wafers) by providing 

the wafer storage area at wafer sorter.

Type RSC172
Number of ports 4 ports
Transferring object 300 mm wafer: Φ 300 ± 0.2 mm, Thickness: 775 μm

Carrier 25-slot 300 mm FOUP (SEMI E47.1)
25-slot 300 mm FOSB (SEMI M31)

Remarks Consult our inquiry office for the items other than above-mentioned items.
Power voltage Three-phase 200V AC to 220V AC ± 10%, 50/60Hz ± 5%
Current consumption 14kVA (40A/200V AC) including FFU
Vacuum (source pressure) -80 kPa to -90 kPa
Vacuum (flow rate) 50 L/min
Positive pressure (source pressure) 0.6 MPa to 0.7 MPa
Positive pressure (flow rate) 50 L/min

　　Option

　　Main specifications
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Wafer stocker 1
100 x 3 = 300 wafers

Aligner

Wafer stocker 2
100 x 3 = 300 wafers

Robot

Touch panel display

Load port

Emergency stop switch
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　　Outline dimensions

■ BWS600

Three-phase 208V AC ±10%, 50/60Hz ±5%


