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18 Load Port Selection Guide

Load Port Selection Guide

　　Load Port compatible for  200 mm  and 300 mm works 

200 mm OC. The original sensing system realizes the mapping operation and protrusion 

detection for 200 mm works and 300 mm works.

200 mm and 300 mm works can be easily switched.

Features

　　Load port to be incorporated in stocker
The load port can be connected to the stockers manufactured by MURATA and DAIFUKU 

are being developed all over the world.

The special stage, which corresponds to the interface of the stocker hand, has the original 

POD clamping mechanism.

Features
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19Load Port Selection Guide

　　N2 purge
The problem of gas leakage due to inclination variance of the carrier is largely improved by 

left, and right.

more is realized.

Features

　 is mounted.

For the stocker For the ENTEGRIS equipment
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20 RV200 SERIES

Load Port

Photo: RV201-F07-001

■ RV201-F07-001

RV200 SERIES
　　Features

   bring high level of cleanliness.

　　Option

  300 mm works

　　Main specifications

　　Outside dimensions

Model Special
specifications Supply power Compressed air Vacuum air N2

RV201-F07-0

24VDC±10%　6A 0.5 to 0.6 MPa
Flow rate: 10 L/min or more

-60 to -80 kPa,
Flow rate: 10 L/min or more

N/A
RV201-F07-C OC N/A
RV201-F07-G G N/A
RV201-F07-T S/T N/A
RV201-F07-N P/T 24VDC±10%　9A N2
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21RV200 SERIES

■ RV201-F07-T01 ■ RV201-F07-N11

■ RV201-F07-C02-2
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48 Active Load Port (ALP)

Active Load Port (ALP)

　　Features

improves working rate.

them to load ports.

　　Option

　　Major specification
Power 100 V AC±10% 5 A
Compressed air 0.6 MPa to 0.7 MPa 10 L/min
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49Active Load Port (ALP)

　　Outline dimensions


